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CUSTOM HOME DESIGN GUIDELINES
FOR THE AVIMOR PLANNED COMMUNITY

1. INTRODUCTION

The Custom Homesites are larger Units (or lots) generally located in the “Foothills”
portion of the Avimor Planned Community. The Foothill topography poses more
challenging building strategies with respect to grading, cut and fill, siting, and Building
Envelopes. As a result, additional Design Guidelines are needed to address these
issues. The Founder further desires that homes built on Custom Homesite have greater
visual texture and depth, stronger shade and shadow lines, and a more natural
appearance that blends with the existing environment. To ensure this quality, these
additional Custom Home Design Guidelines are necessary.

All residents and Owners must comply with the Avimor Residential Community
Association Design Guidelines for the entire Community. However, anyone desiring to
build on a Custom MHomesite or make changes o an existing Custom Homesite must
also comply with these Custom Home Design Guidelines for the Avimor Planned
Community. Additionally, even though a Unit or lot may be located in the Village
Residential area and does not involve a Building Envelope, the Founder or Design
Review Commitiee (“Committee”), in their discretion, may nevertheless deem the lot a
Custom Homesite subject to the Custom Home guidelines. The Founder or Committee
will do this if the home, improvement, or reconstruction project is large, overly detailed
and/or complicated.

Finally, if there is a conflict between these Custom Home Design Guidelines and the
general Design Guidelines, the Custom Home Design Guidelines will control.
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2. REVIEW AND APPROVAL PROCESS
FOR CUSTOM HOMESITES

It is imperative that each Owner and proposed designer or architect schedule a
pre-design meeting with a representative of the Founder or the Committee,
whichever is applicable, prior to commencing the new home design process.
Please contact the Committee for an appointment and to receive the latest
amendments to the Custom Home Design Guidelines and/or current policies
prior to proceeding with design. We strongly recommended that an Owner
retain competent professional services for planning and design.

21 IN GENERAL
In general, the design review process is divided into five phases:
1. Pre-Design Meeting
2. Preliminary Submittal
3. Final Submittal
4. Construction Approval
5. Final Construction Review

Although the Founder or the Committee will enforce all provisions of the Design
Guidelines, the following will be of particular concern:

1. Siting of the Residence within the building envelope to be sensitive to
views and the privacy of other Units, Private Facilities as defined in the
Community Charter, and commercial areas.

2. Architectural character of buildings as viewed from all sides and
specifically as viewed from Private Facilities, other Units, streets and
Common Areas. The massing, texture, and materials of the design are

critical.
3. Building heights and masses.
4. Finished floor elevations and Cut and Fill conditions.
5. Exterior elevations of the Residence.
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6. Cut sheets for skylights.

7. Setbacks along the boundary adjacent to the Private Facilities to maintain
visual and safety separation.

8. Exterior paint and material colors, as well as color usage and distribution.
9. Landscape character and plant materials appropriate to the environment.

10. Adjacent property owner’s consent for fences or other common property
line improvements.

2.2  PRE-DESIGN MEETING

To initiate the review and approval process prior to preparing any drawings for a
proposed Residence or Improvement, the Owner and his architect/designer are required
to meet with the Founder or a member of the Committee, whichever is appropriate, to
discuss the proposed Residence or Improvement and to explore and resolve any
questions regarding building requirements in Avimor or the interpretation of the Custom
Home Design Guidelines. Any amendments to these Design Guidelines, as well as the
current policies and procedures, may be obtained at this time.

This informal review is designed to offer guidance prior to the initiation of preliminary
design. An appointment for the Pre-Design Meeting should be made at least one week
in advance through the Manager for the Avimor Residential Community Association
(“Association Manager”).

2.3  THE PRELIMINARY SUBMITTAL

Preliminary drawings, including all of the exhibits outlined below, must be submitted
through the Asscciation Manager after the Pre-Design Meeting. Preliminary Submittals
must be submitted seven business days before the meeting to review the plans.
Preliminary Submittals shall include the following:

1. The application form supplied by the Association Manager with all
information completed.

2. One set and one electronic copy of Site Plans at a scale of not less than
1" = 20' showing (1) the graphic locations and the numerical area
calculations of the building envelope, (both the original building envelope
and the proposed modification to the building envelope in the case of a
request for modification), (2} siting of the Residence and other
Improvements on the Unit with horizontal dimensional ties to the property
tines and property corners, driveway, centerline of adjacent streets,
parking areas, patios, pocls, walls, retaining walls, proposed ulility service
facilities and routes, (3) site grading including existing and proposed
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contours, proposed drainage improvements, and topographic features
such as washes, rock outcroppings and existing trees and major shrubs
to be retained and to be relocated, and (4) elevations (datum) of all
building floors, patios, and terraces, shown in relation to site contour
elevations. The site plan must also include the size of the Unit in square
feet for both livable and under-roof areas along with sufficient cross
sections that depict the siting of the Improvements in relation to vertical
relief.

3. One set and one electronic copy of Roof and Floor Plans {(at a scale of
not less than %" = 1'}. Roof plan should show areas and heights of roofs,
location of crickets, valleys, hip, gables, vents and skylights. Floor plan
shall show vertical elevations for each floor level change and horizontal
floor plan layout.

4, One set and one electronic copy of plans showing exterior elevations of
all sides of the home in relation to existing topography, at the same
scales as the floor and roof plans, identifying all structure heights,
delineating both existing and proposed grade lines and designating all
exterior materials and general colors. Color selections may be general
and not specific for the Preliminary Submittal.

5. Non-refundable Design Review Fee of $1,000.00 must accompany the
preliminary submittal. In the case of a minor alteration to an existing
Residence, the Design Review Fee will be as described in section 4.5 of
the Avimor Residential Community Association Design Guidelines. Major
or complicated alterations to an existing Custom Homesite may, in the
Founder's or Committee’s discretion, be deemed a Custom Homesite
alteration requiring adherence to the Custom Home Design Guidelines
and fees. Checks should be made payable to the Avimor Residential
Community Association.

6. All necessary Improvements contemplated on the Unit must be shown on
the Preliminary Submittal. To assist the evaluation of the Preliminary
Submittal, the Owner shall, if requested, provide preliminary staking of the
locations of the corners of the Residence or other Improvements deemed
to be major and at such other locations as the Founder or the Committee
may request.

The Founder or Committee will review the preliminary submittal and will provide the
Owner with the results of the review, in writing, within 30 business days of the
preliminary submittal. If an Owner wishes to respond to the review resuits, he or she
must do so in writing.

Please note, the Association will retain one complete set of plans, specifications, or
other materials submitted through the Association Manager.
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2.4 BUILDING ENVELOPE SUBMITTAL

Section 4.2 of these Custom Homesite Design Guidelines describes the building
envelope concept. We strongly discourage any request to modify the building envelope
established by the approved Avimor Individual Plot Plan. Nevertheless, the Founder or
Committee may, in rare instances, approve modifications to the building envelope when
special considerations such as views, privacy, and/or the overall character of the
proposed improvement are involved. Please see the Association Manager regarding the
procedure for Building Envelope Submittals.

Please note, modifications to a building envelope will require written approval of all
Owners of Adjacent Property on a form provided by the Association Manager. The
Owner is solely responsible for obtaining the written approval of all the Owners of the
Adjacent Property prior to submitting any request for modifications to a building
envelope.

2.5 FINAL SUBMITTALS

Final Submittals must be made a minimum of seven business days prior to a regularly
scheduled meeting at which such Final Submiittal will be reviewed.

Final Submittals shall include:

1. The Application Form supplied by the Association Manager with ail
information completed.

2. The documents, drawings, and/or papers that clearly comply with, or
satisfactorily resolve, the stipulations for preliminary approval.

3. Complete Construction Documents for the Residence including all utility
locations, electric meter, and exterior mechanical equipment locations. If
a Building Envelope modification is requested, the Final Submittal must
include any adjustments to locations and/or areas of the building
envelope or the Residence.

4. Samples of all exterior building materiais and colors.

5. One set and one electronic copy of complete Landscaping Plans at the
same scale as the survey, showing: (a) proposed contours and grading, if
finished grading is different than that on the Final Site Plan; (b) areas to
be irrigated, including location of backflow prevention assemblies; (c)
locations and sizes of all existing and proposed plants, indicating which
plants will be relocated and the proposed location of plants within the
landscape plan; {(d} locations of areas to receive re-vegetation; (e)
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locations of areas to receive enhanced vegetation; (f) decorative features
such as pools or imported rocks; {g) specifications as to color and size of
mineral landscape elements including approximate size of any boulders
proposed, (h) a list of all proposed plants including both the common and
botanical plant name.

Proposed plants not included on the Approved Plant List must be
listed on the landscape plan with an asterisk before the plant
name. A photograph and description of any non-approved plant
must be submitted in order to be considered for approval.

6. One set and one electronic copy of exterior lighting plans.

7. A construction schedule indicating approximate milestone dates for (1)
start of construction, (2) completion of slab/foundations, (3) completion of
framing, (4) completion of exterior wall surfaces, (5) completion of roofing,
(8) completion of all construction, {(7) anticipated utility hook-up, (8)
completion of landscaping, and (9) anticipated occupancy.

8. Payment of a refundable Construction Deposit in the amount of
$5,000.00. Deposit must be paid by Owner and not the Builder. The
construction deposit shall be refundable to Owner, less any costs incurred
by the Founder or the Committee to enforce the provisions of the Design
Guidelines and the Community Charter upon completion of the residence
and receipt of construction approval by the Founder or the Committee on
behalf of the Avimor Residential Community Association (“Association”).
Additionally, the Association, in its sole discretion, may collect any
overdue Association dues, assessments or fines by subtracting the
amount due from the refundable Construction Deposit.

2.6 CONSTRUCTION APPROVAL

Upon receipt of the complete Final Submittal, the Founder or Committee will review the
submittal to ensure that it conforms with the Avimor Residential Cormmunity Association
Design Guidelines and these Custom Home Design Guidelines for the Avimor Planned
Community. Additionally, the Founder or Committee will ensure that the Owner has
complied with any stipulations made after review of the Preliminary Submittal. If the
Final Submittal is approved, the Community Manager will provide the applicant with a
Letter of Construction Authorization.

The Owner and/or Builder are responsible for obtaining plan approval from the
applicable governmental entity and obtaining a building permit or any grading permit if
required. Such approval by the applicable governmental entity and issuance of a
building permit or other permit does not constitute approval by the Founder or the
Committee on behalf of the Association.
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2.7  ADDITIONAL CONSTRUCTION AND/OR EXTERIOR CHANGES

Any exterior changes to the approved drawings before, during, or after the construction
of an Improvement must first be submitted to the Founder or Committee for review and
approval. Failure to do so may result in fines or charges for the removal and
reconstruction of nonconforming portions of the structure.

2.8 RESUBMITTAL OF DRAWINGS

In the event the Founder or Committee disapproves either a Preliminary Submittal or a
Final Submittal, the Owner/Builder may resubmit the drawings...etc., following the same
procedure as the original submittal. A resubmittal fee of up to $1,000.00, as determined
by the Founder or the Committee, may be assessed on subsequent submittals based on
the extent of the modifications required.

2.9 COMMENCEMENT OF CONSTRUCTION

Upon receipt of written approval of the Final Submittal, the Owner shall commence
construction pursuant to the approved Final Submittal within one year from the date of
approval. If the Owner fails to comply with this provision, any approval given shall be
deemed revoked unless, upon the written request of the Owner made to the approving
authority prior to the expiration of the one-year period and upon a finding by such
authority that there has been no change in circumstances, the time for commencement
is extended in writing by such authority. The Owner shall, in any event, complete the
construction of any Improvement on the Unit within 12 months after commencing
construction, except when such completion is impossible or would result in great
hardship to the Owner due to strikes, fires, national emergencies, or natural calamities.
If the Owner fails to comply with this Section 2.9, the Founder or the Committee may
notify the Association of such failure and the Association, at its option, may complete the
exterior in accordance with the approved drawings or remove the Improvement(s}, and
the Owner shall reimburse the Association for all expenses incurred in connection
therewith.

2.10 FINAL CONSTRUCTION REVIEW

Upon completion of any Residence or other Improvement for which final approval was
granted, the Owner shall give written notice of completion to the Founder or the
Committee, and the Association shall make a final inspection of the approved
Improvements.

2.11  NON-WAIVER

The approval of the Founder or Committee of any drawings or specifications for any
work done or proposed, including a waiver by the Founder or the Committee, shall not
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constitute a waiver of any right to withhold approval as to (1) any similar drawing,
specification, or matter that is subsequently or additionally submitted or (2) a
nonconforming design or aspect that had not been identified earlier. For example, the
Committee may disapprove an item not in conformance with the Design Guidelines
shown on the Final Submittal even though it may have been evident and could have
been disapproved at the Preliminary Submittal.

2.12 RIGHT OF WAIVER

The Founder reserves the right, and may assign such right to a Committee or an
association manager, to waive or vary, at the Founder's or Committee’s sole discretion,
any of the procedures or standards set forth herein.

11
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3. ARCHITECTURAL GUIDELINES FOR
CUSTOM HOMESITES

The following architectural standards for Custom Homesites have been developed to
achieve the economic, environmental and aesthetic objectives of Avimor. The intent of
Section 3 is to create homes that have greater visual texture and depth, stronger shade
and shadow lines, and a more natural appearance that blends with the existing
environment and community context.

Building methods and materials are subject to the requirements of, and must
comply with, the “Fire and Vegetation Management Plan for the Avimor Planned
Community” and the Wildlife Mitigation Plan.

3.1 DESIGN CHARACTER

The design character of Avimor is that of a traditional neighborhood development very
similar to what may be found in and around old town Boise. A diverse range of
architectural styles is desired. The primary architectural themes are as follows:

1. Craftsman/Bungalow
2. English Revival

3. Mountain Victorian
4. Spanish Colonial

5. Traditional/Caolonial
6. Prairie

7. Tuscan

8. English Country
9. Mountain Contemporary
10. True Spanish architecture.
Santa Fe and Territorial-type architecture will not be allowed.

The design character should create a Residence that blends with the community vision
and concept. The design character of a Residence should be considered from all sides

12
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(including roofs), not just the front or rear elevations, and all elevations should maintain
the same visual integrity, cohesiveness, and design detail. All designs should be
textured with the use of multiple exterior materials, natural elements, and
complementary colors to avoid monotone, bland, or nondescript homes. The creative
use of shade and shadow will add visual dimension and texture to a design; therefore,
long continuous lines and large uninterrupted wall surfaces shall be avoided. The scale
of the overall massing should remain compatible with the site.

3.2 COLOR

All exterior Residence and Improvement colors must be approved by the Founder or the
Committee. The allowed light reflective value “LRV” is 17 to 46. All designs submitted
should include multiple colors to avoid monotone, bland, or nondescript homes. in
general, each home should have a natural appearance that will help it blend, rather than
contrast, with the existing environment and surrounding community. Bright or garish
colors are not allowed. Instead, muted earth tones are strongly encouraged. The colors
of the fascia, roofing materials, window frames, railings, and gutters should be tastefully
chosen to complement the primary color scheme.

3.3 ARCHITECTURAL FEATURES

All residences in Avimor should adhere to, and incorporate to some degree, the following
architectural features and design.

3.3.1 Exterior Wall Surfaces

Exterior surfaces must generally be of materials that harmonize with the natural
landscape and the Avimor Community vision and character. Fiber cement lap
siding, brick, stucco, natural or imitation stone, and other natural building
materials should be the predominant exterior surfaces. A minimum of two
exterior building wall materials shall be utilized. This practice is encouraged
because a combination of materials provides a textural context that breaks down
visual massing. Wood siding will not weather well and is not allowed.

Exterior wall surfaces can be 4" to 7" exposed lap siding consisting of fiber
cement, color lock or any other material approved by the Committee. A 4" to 6°
revealed “Cottage Lap” (12" total width), is allowed and needs to be identified on
the plans and shall require the Committee’s written approval.

The exterior front elevation must have some masonry product accents (e.g.,
stone, brick, cultured stone, or stucco). All such masonry application must wrap a
minimum of 2-0" where the masonry application meets any cormer of the
structure. The placement of these accents shall require prior written approval by
the Committee.
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AGCEPTABLE METHOD TO
TERMINATE MASONRY VENEER NOT ACCEPTABLE

Smooth, sand finished stucco is permitted provided a masonry product such as
stone, brick, native rock, or “cultured stone” is used as an accent.

3.3.2 Walls

Wall lengths greater than 35 feet shall be broken up with a 24 inch minimum
offset and expressed in the roof line so as to express movement to the fagade.
Walls greater in height than 20 feet shall be broken up by a 24 inch minimum
offset or another acceptable architectural appointment to be approved by the
Committee.

3.3.3 Foundation Walls

Foundation walls must be concealed to within 24" of finished grade by the
exterior wall materials mentioned above. Stem walls exposed up to 24" above
finished grade must be painted to match the residence per the Design Review
Committee’'s approval. Any stem walls that exceed 24" above grade shall be
covered with approved surface materials (section 3.3.1} per Committee approval.

3.3.4 Soffits

Soffits shall be closed in uniess approved by the Committee.

3.3.5 Doors and Windows

Divided light windows are encouraged to express the architectural theme of
Avimor. Additionally, recessing doors and windows is encouraged to create
depth and shadow-lines.

3.3.6 Columns

Column proportions are critical to keeping visual strength in the architectural
design. Talil, thin columns may appear visually weak. Columns must have a
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minimum dimension of 12" in diameter or width in both directions, and have a
minimum slenderness ratio of one to eight (e.g., an eight foot tall column must be
one foot wide and a 12' tall column must be eighteen inches 18" wide.) The
Founder or the Committee may grant exceptions to this guideline if determined to
be appropriate to the specific design.

3.3.7 Garages and Garage Doors

Every effort should be made to minimize the impact of the garage and garage
doors. Careful siting and driveway orientation can ensure that the visibility of the
garage is minimized from the street and Adjacent Units.

In an effort to minimize garage impact, no more than three garage stalls will be
allowed adjacent to each other. [f additional garage space is needed, it must be
separated from the other garage location or turned ninety degrees (90°) to avoid
a long uninterrupted row of garage stalls.

RV garages are aliowed. However, RV garages and all standard garages must
be architecturally integrated with the residential design of the main building.
Garage doors shall be recessed a minimum of 6 inches, and except for RV
garages, a garage door may not exceed 8'.

If the home contains separate garage doors, the garage door farthest from the
street should be recessed a minimum of 18" from the door closest to the street,
depending on the style of the home. Garage doors are encouraged to be
carriage style or simulated carriage style doors. Flush panel doors are not
allowed. Additionally, covered carports are not allowed.

= ecess sa:wwé]
BARATE DOORE

L

ILLUSTRATION - D: GARAGE SETBACK

3.3.8 Roofing

Because roofscapes will form an important part of the visual envircnment, they
must be carefully designed. Pitched roofs should be hipped or tied into building
masses, and they may have a maximum slope of eight (8) to twelve (12). Sloped
roof materials should be textural with color tones complementary to the color of
the home. Dominant roof colors such as white and red or reflective roof surfaces
are prohibited. The finishes of metal rocfs must be matte. Sloping roots should
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be designed as sheltering and shading elements with broad overhangs and
strong shadow lines. Thin edges or thin fascias should be avoided.

Roofing material, at a minimum, shall be a 30 year architectural shingle subject
to the Committee’s review. Concrete roof tile and mission tile are acceptable
materials subject to Committee approval. No wood shingles or wood shakes are
permitted due to fire risk.

Roof mounted mechanical equipment, antennas, and satellite dishes are
prohibited, unless otherwise approved by the Founder or the Committee.

3.3.9 Chimneys

Chimneys must be stone or brick veneered with a powder coated metal shroud
installed, concealing the spark arrestor. Stone or brick is to match the stone or
brick on the residence.

3.3.10 Eaves

Overhangs shall be a minimum of 12 inches measured perpendicular to the
exterior wall surface, with a minimum 2x6 inch trim fascia.

3.3.11 Building Projections

All projections from a building, including but not limited to, chimney caps, vents,
gutters, scuppers, downspouts, utility boxes, porches, railings, and exterior
stairways, shall match the color of the surface from which they project or be an
appropriate accent color, unless otherwise approved by the Founder or the
Committee. Al building projections must be contained within the Building
Envelope.

3.3.12 Decks

All second story decks shall be constructed to minimize infringement on the
privacy of Adjacent Units.

3.3.13 Porches and Courtyards

Porches and courtyards are encouraged to create activity facing streets.
Consider railings on porches and low walls around courtyards. Additionally,
consider using porches o shade south facing walls from high summer sun.

16
Version — October 8, 2008



A

AVIMOR’

3.3.14 Skylights

Skylights can add natural light to interior spaces of a home, but they can also
cause glaring reflections during the day and be a source of glare from interior
light at night. Therefore, a maximum of four (4) skylights and/or a maximum of
thirty-six (36) square feet of total area of skylights, whichever is more restrictive,
may be permitied on any Residence. Skylights should be placed in such a
manner as to maximize the screening effect of the parapets from views from
Adjacent Units, streets, and Common Areas. Skylights must be either tinted
bronze or gray, and they shall not cause any objectionable glare or reflections.
White or clear skylights will not be allowed. Skylights should be the low profile
type and should be located to minimize their visibility from other Units,
particularly those Units located at a higher elevation, Up-lighting or perimeter
fluorescent lighting within skylight wells is not allowed. The Owner and/or Builder
shall submit a cut sheet for skylights with the application for Design Review.

3.3.15 Solar Applications

Avimor is dedicated to energy conservation, and because of this, homeowners
may apply solar technology to their home and homesite. All solar equipment is
subject to review and approval by the Design Review Committee. In particular,
the Committee will consider whether the equipment causes excessive glare and
reflection, whether it is too obtrusive and noticeable from adjacent areas, and
whether the equipment blends with the architectural style of the Residence.
Manufacturers have made great strides in improving the appearance of solar
equipment. The Committee will expect any request to install solar equipment to
include this more aesthetically pleasing equipment.

3.3.16 Antennae/Satellite Dishes

All antennae or satellite dishes of any sort installed or maintained shall not be
Visible from Adjacent Units except as expressly permitted by the Founder or the
Committee. Satellite dishes should be placed on the side of the home rather than
on the roof. The Committee may require the Owner to painl an approved
antennae or satellite dish, supporting structures, and wiring the same color as the
adjacent portion or portions of the home. The Founder and Committee will waive
all application fees for requests for placement of antennae or satellite dishes.

3.3.17 Reflective Finishes

No highly reflective finishes, except for door hardware, shall be used on any
exterior surface. Glass may not be mirrored.
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3.3.18 Prohibited Materials

The following exterior facing materials are specifically prohibited: slump block,
standard concrete block, metal siding, vinyl siding, plastics, wood sheet siding,
reflective surfaces, and other materials that do not reflect the design philosophy
of Avimor.

3.4 BUILDING SIZES

Residences should contain at least 1,900 square feet of enclosed, conditioned living
area, and a maximum of 8,500 square feet of total enclosed area; however, smaller or
larger Residences may be approved by the Founder or the Committee if, in its opinion,
the design would not result in a Residence that would be out of character with the other
Residences in Avimor

3.5 ACCESSORY BUILDINGS

Accessory Building means a structure that is clearly incidental to and customarily found
in conjunction with a principal Residence. It is normally subordinate to the purpose of
the principal Residence and is located on the same Unit as the Residence. The
following rules apply to Accessory Buildings:

3.5.1 A detached Accessory Building, where permitted, must comply with all
setbacks and may be located in the front or rear of a Unit.

3.5.2 A detached Accessory Building shall not exceed the height of the primary
Residence building on the Unit.

3.5.3 No detached Accessory Building shall have floor area exceeding 30% of
the primary Residence Building.

3.5.4 Where an Accessory Building is structurally attached to a primary
Residence building, it shall be subject to and must conform to ali
regulations and ordinances regarding such buildings.

3.5.5 An Accessory Building shall not have an address separate from the
primary Residence building on the Unit or parcel.

3.5.6 Accessory Buildings shall have no separately metered utility services.
3.5.7 Accessory Buildings shall be constructed with materials and colors that

are similar to the primary Residence building and constructed in the same
architectural style as the primary Residence building.
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3.5.8 No Accessory Building shall be constructed on any Unit or Parcel until
construction of the primary Residence building has actually been
commenced.

3.5.9 Detached front Accessory Buildings located in the front half of the Unit
are limited in use to either a garage or Casita. “Casita” means a living
area in an Accessory Building used as a bedroom, home office or other
use that would be allowed and typical within the main Residence. The
Casita may also include a bathroom, but no kitchen facilities.

3.5.10 On Units having a primary Residence building and front Accessory
Building, maximum Unit coverage of all buildings shall not exceed City or
County approved Lot coverages.

3.6 MASSING
Scale and propottion in the foothills area can be deceiving. Small structures can at
times appear large and dominating against the low vegetation and native landforms.

Therefore, proper massing will reduce the scale of a large structure and create building
texture that will help to blend the Residence with its environment.
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3.7  HEIGHT GUIDELINES

Avimor's terrain is varied and unique. These Design Guidelines are intended to
discourage and/or prevent any Residence or other structure which, in the opinion of the
Founder or the Committee, would appear excessive in height or out of character.
Consequently, even though a proposed Residence or other Structure may comply with
maximum height restrictions, the Founder or Committee may, nevertheless, disapprove
a proposed Residence or other Structure if, in the sole opinion of the Founder or the
Committee, it would (1) appear excessive in height when viewed from a street, golf
course, common space, or other Unit, (2) appear out of character and/or (3)
unreasonably impede views from other Residences. These considerations are
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particularly pertinent to Residences to be constructed on Units higher than adjacent
Units or to Residences that may impede view corridors of Adjacent Units

Any residence built on a Custom Homesite should adhere to the following height
guidelines:

3.7.1 Maximum Overall Improvement: The overall height of all improvements
will be measured from the lowest natural grade adjacent to a site wall or exterior wall
of the Residence to the highest point of the Improvement (including chimneys). The
maximum overall height shall not exceed thirty five (35) feet. Notwithstanding the
foregoing, the Founder or the Committee may, from time 1o time, consider requests
for adjustments to the Maximum Overall Improvement Height elevations. The ctiteria
for such variances will be based on overall site design, site topography, view
corridors, impact to adjacent properties, and/or overall architectural design of the
Residence. All such variances will be made at the sole discretion of the Founder or
the Committee.

3.7.2 Sloping Height: In addition to the other height requirements set forth in
this Section 3, no portion of the Residence or other Improvements, except chimneys,
may exceed a height of thirty five feet, zero inches (35'-0”) above the existing natural
grade.

This height is measured vertically at any point of the Residence or Improvement to
existing natural grade immediately below that point. Due to the unique and varied
topography, the Committee may approve on a case by case basis, and in its sole
discretion, increases in the sloping height limitations.

35' MAX
LOPING RET/)

==

EXISTING 6RADE.S /=
STEM WALL—
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3.7.3 Overall Building Height: The overall height of a Residence or
Improvement shall not exceed thirty five feet (35’) measured in vertical plane from
the roof ridge to the natural grade at the lowest point adjacent to the building exterior
inclusive of site-retaining walls, patio walls, and pool walls. In special circumstances
involving conditions that do not conflict with applicable County ordinances, the
Founder or the Committee may approve, on a case by case basis, overall vertical
dimensions that may exceed the thirty five feet (35') limitation.
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4, SITE DEVELOPMENT GUIDELINES
FOR CUSTOM HOME SITES

4.1 IN GENERAL

The following site development guidelines deal with issues of siting, grading, excavation,
retaining walls, and drainage. Each Unit has unique features of topography, slope,
views, drainage, vegetation, and access, and it is important that each Owner be
sensitive to the natural characteristics of his or her own Unit when considering design
issues. Given this requirement to be site-specific, it is important to realize that designs
that are suitable for one Unit may not be suitable for another Unit. Additionally, the
natural landscape is fragile and may take years to naturally mitigate impacts of
disturbance; therefore, Avimor has developed regulations to provide protection for
natural areas. homesite

In addition to the above, special attention should be given to the following
considerations:

1. View orientation
2. Solar orientation
3. Natural vegetation
4. Natural drainage patterns
5. Location of neighbors or potential neighbors
6. Sound transmission from cutdoor spaces to the golf course
7. Topography of the Lot.
4.2  THE BUILDING ENVELOPE

The Building Envelope is the portion of each Unit within which the Residence must be
constructed, and the area outside the Building Envelope must remain undisturbed and in
a natural state. A Building Envelope has been identified for each Custom Homesite/Unit
on the approved Avimor Individual Plot Plan based on the natural features of each Unit,
views, relationship to Building Envelopes on adjacent Units, drainage, and topography.
modifications to Building Envelopes are discouraged, although modifications may be
allowed upon an Owner's application to the Founder or Committee, whichever is
applicable. The Founder or the Committee may, in their sole discretion, approve
modifications of the Building Envelope when considerations such as views, privacy, and
the overall character of the development justify the modification. Actual increases in the
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size of a Building Envelope are discouraged and may only be allowed in exceptional
circumstances.

~{W'»RM. PR

TRANSISTION AREA

L LLUSTRATION - F: SITE DESIGN

4.3 MINIMUM SETBACKS

All setbacks will be reviewed on the individual merits of the submitted site plan design.
The minimum setbacks are described in the approved Avimor Individual Unit Plot Plan
and the setbacks described may represent the minimum setbacks as required by Ada
County or other applicable County. (Setback information is available from the respective
County.) However, the designated Building Envelopes may dictate greater setbacks
than the minimum standards required by the applicable County. Any submitted design
must comply with the building envelope indicated unless the Founder or Committee has
approved a modification or variance.

4.4  CUT AND FILL

Typically, Residences and Improvements should be nestled into the land, keeping a low
profile so as to be part of the site rather than perched upon the site. Buildings and
Improvements should step down or step up slopes, using multi-level solutions wherever
possible to follow existing contours and to minimize Cut and Fill situations. When the
construction is completed, the natural grade around the Residence and site walls should
lie against the walls of the Residence as near as possible to the original angle of slope
on the site. (See Diagram below.)
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Once a Preliminary Plan is well enough defined, it is recommended that the corners of
the building be staked out on the un-graded site and evaluations taken at each corner
with a transit. Using this information, the design can be fine-tuned or adjusted to
minimize the structure’s height by making it conform more closely to the existing
topography.

When preparing a preliminary site plan, consideration should be given to the impact of
the proposed Residence on adjacent Units with respect to their privacy, view
preservation, natural drainage, and ease of access.

The following Cut and Fill requirements were created to ensure that Residences nestle
into the hillside and appear as an extension of the natural land form. Wherever possible,
significant Cut and Fill conditions should be contained within retaining walls to avoid Cut
and Fill slopes from being exposed. Cut and Fill conditions will also vary depending on
whether the Dwelling Unit and other Improvements are on a single level or terraced to fit
with the topography. Cut and Fill consideration are based upon conditions directly under
the footprint of the Residence and other Site Improvements. No two Units are exactly
the same; therefore, the following guidelines address “general” Cut and Fill situations.
Evaluation of a proposed Residence will be based on conformance with these Cut and
Fill guidelines, and the Founder or the Committee may request that the proposed
finished floor elevations be adjusted due to Cut and Fill conditions regardless of
compliance with Section 3.7 regarding Building Heights. Cut and Fill conditions must
meet the intent and goals of these Cut and Fill guidelines as well as their technical
application. The Founder or the Committee may, on a case by case basis, allow
exceptions 1o the technical Cut and Fill guidelines when, in the opinion of the Founder or
the Committee, the objectives and intent of these Design Guidelines are still met.
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4.4.1 Sloping Site -Terraced Floor Levels - In cases where the Building

Envelope slopes generally in one direction and the Residence and improvements
are on multiple floor levels that step down or up with the terrain, the Cut and Fill
conditions shall generally be as follows:
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4.4.2 Sloping Site - Single Fioor Level In cases where the Building Envelope
slopes generally in one direction and the Residence and Improvements
are primarily on a single floor level, the Cut and Fill conditions shall
generally be as follows:
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4.4.3 Low Center - Terraced Floor Levels - In cases where the Building
Envelope is generally located in the low area of a Unit, in a low minor drainage,
or in other similar depressed areas, and the Residence and Improvements are on
multiple floor levels that step with the terrain, the Cut and Fill conditions shalll
generally be as follows:
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4.4.4 Low Center - Single Floor Level - In cases where the Building Envelope
is generally located in the low area of the Unit, in a low minor drainage, or in
other similar depressed areas and the Residence and Improvements are
primarily on a single floor level, the Cut and Fill conditions shall generally be as
follows:
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4.4.5 Cut and Fill Slopes Cut and Fill Slopes may not remain exposed
following completion of construction. “Flat pads” will not be allowed to
extend beyond the perimeter of the Residence and/or site walls. Cut
slopes may be re-graded and naturally contoured to match existing terrain
if all grading is contained within the Building Envelope and if, in the
opinion of the Founder or the Committee, the re-graded slope will have a
natural appearance upon completion. See below.
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4.5 SITE DRAINAGE

The Unit Owner is responsible for developing and presenting a grading and drainage
plan that has been approved by the Appropriate County Building Department. Site
drainage and grading must be done with minimum disruption to the Unit. Structures,
roads, driveways and any other Improvement should be designed to fit the existing
contours of the site, thereby minimizing Excavation and avoiding alterations. Surface
drainage shall not flow to Adjacent Units or open spaces except as historically
established by natural drainage patterns. In other words, no change in natural or
existing drainage patterns for surface waters shall be made upon any Unit that could
adversely affect another Unit or adjacent property

Additionally, surface drainage should not cause or contribute to off-site soil erosion.
Designs should carefully evaluate the erosion potential and safety of the site drainage
based upon the percentage and direction of slope, soil type, and vegetation cover.
When a change in the natural drainage within a given Unit is absolutely necessary, avoid
right angle diversions and create positive drainage in a logical and natural manner.
Minimize soil erosion in disturbed areas through the use of native rock and plant
materials. Any changes in drainage shall require contour grading and mature landscape
to return the drainage to a natural looking appearance.
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I rip rap or other rock-type erosion control is proposed for significant drainages, it should
be naturally contoured. This method may provide the necessary engineered erosion
control and create a more natural looking drainage area. In cases of riprap or other
rock-type erosion control for minor surface drainage, the riprap should be hand-placed
with flat faces placed to create a surface plane. Spaces or voids between rocks should
be provided to accommodate small plants and shrubs.

Grading should not be done outside the Building Envelope unless such grading is
proven to be the only means of providing necessary flood protection. Properly
engineered piping and physical barriers are considered available means of flood
protection.

4.6  WASHES AND DRAINAGE

Natural and constructed drainage channels occur frequently throughout Avimor and
should not be modified or obstructed. These channels may present themselves as
obvious incised channels or constructed drainage ways. Additionally, less cobvious
natural drainage ways exist, and they may flow water only during the Spring or
intermittently in years of heavy precipitation. All structures and improvements should be
properly set back from natural and constructed drainage ways. Provisions for drainage
away from structures and improvements shall be incorporated into all site designs.

Established and incised drainage ways are areas of special consideration because of
the potential for a high volume of water flow. These areas must remain unaltered and
unobstructed. As with any wash, Improvements should not be placed in these drainage
areas. Improvements considered to be absolutely necessary within a drainage way
should be designed and constructed to convey the 100-year flow event. Such cases
may be subject to review and approval by the applicable County authority. 1f required by
the applicable County, the Founder, and/or the Committee, the Owner must submit a
hydraulic flood analysis, prepared by a civil engineer licensed in the state of |daho, that
certifies the safety and feasibility of the design with the 404 Jurisdictional Water Ways
Protection and Management Requirements set forth by the U.S. Army Corps of
Engineers for the Avimor project. The report will be subject to review by a licensed civil
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engineer retained by the applicable County and/or the Founder or the Committee, at the
Owner’s cost.

The Unit Owner is solely responsible for obtaining and providing an adequate design for
storm water management. The site design should give special consideration to storm
water runoff from both on-site and off-site flows and increased flow due to upstream
development of hard surface areas. We strongly recommend that the Owner retain a
Civil Engineer licensed in the state of Idaho to analyze the impact of both on-site and off-
site storm water on the Unit. The Civil Engineer’s information will be essential to the
establishment of finished floor elevations and the design of storm water management
improvements that will protect the Unit from on and off-site flooding.

4.7 RETAINING WALLS

Retaining walls shall include any walls that retain or hold back earth more than two feet
(29 in depth. An individual retaining wall shall not exceed six (6) feet in height. Any
additional retaining walls may not exceed 8 feet in height. If the walls must be broken
into multiple walls, they must be set apart by a minimum of 1 foot horizontally for every 1
foot vertical. The sethack area between multiple walls must be landscaped.

Materials used to build the retaining wall are subject to review and approval by the
Founder or Committee. The material must be complementary to the style of the home
and other improvements on the Unit. Open railings up to an additional four foot (4)
height may be allowed on top of a maximum six foot (6") tall retaining wall, subject to
approval by the Founder or the Committee. The design of these railings must be
specifically approved by the Founder or the Committee in accordance with these Design
Guidelines.

The Founder encourages methods to soften the appearance of retaining walls. Such
methods are landscaping with mature trees or large shrub and/or utilizing a different
texture and/or material such as stone for a portion of the wall.
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5. LANDSCAPING AND SITE IMPROVEMENTS
ON CUSTOM HOMESITES

5.1 IN GENERAL

Any Owner of a Custom Homesite is subject to the general landscaping provisions
delineated in the Avimor Residential Community Association Design Guidelines. In
addition, because the Custom Homesites are generally larger Units and involve Building
Envelopes, Owners of Custom Homesites must also comply with the additional
requirements below.

52 LANDSCAPE CHARACTER

The natural beauty of the surrounding foothills stands as inspiration for the built
landscape character of Avimor. it is Avimor's desire that landscape plans compleiment
the community’s natural setting by implementing designs that reflect the soft, flowing
patterns of nature. Further, as water is considered a critical resource in the region,
Avimor is committed to implementing “water-wise” landscape principles. Basic principles
include implementing good design, using xeric (drought tolerant) plants, applying
mulches, minimizing lawn areas, and using current, efficient landscape irrigation
technology.

5.3 LANDSCAPE DEFINITIONS

Custom home lots are divided into three distinct zones. Ikach will have a different
tandscape treatment.

« Natural Area - Natural Area is defined as the area between the propetrty line and
the Building Envelope on each lot.

+ Transition Area - Transition Areas are those areas that occur between the
Building Envelope and the building and/or patio walls.

» Private Area - Private Areas are those that occur within the confines of courtyard
or patio walls and cannot be seen from adjacent lots or common areas.

See diagram below.
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Plant material used in Avimor should be diverse. The three plant types are defined as
follows:

Trees- Deciduous and evergreen {conifer) trees that vary in height from 12 feet
to 40 feet or more. Trees may have a single trunk or multiple trunks. Smaller
trees are often referred to as sub-canopy or ornamental trees.

Shrubs- Deciduous and evergreen plants varying in height from 15 inches to 8
feet or more. They are generally multi-stemmed or low branching. Some
ormamental grasses fall within this category.

Groundcover- Deciduous and evergreen woody, generally spreading, plants
varying in height from 2 inches to 18 inches. Also included in this category are
perennial or evergreen herbaceous plant material, sometimes referred to as
forbs, that fall within the same height range. Unmown grasses also fall within this
category.

5.4 LANDSCAPE REQUIREMENTS

The goal is to create a built landscape that is reflective of the community’s natural
setting. Each of the three landscaping areas (Natural Area, Transition Area, and Private
Area) has its own landscaping requirements.

5.4.1 Natural Area: The “Natural Area” is to remain in an undisturbed and natural

state in perpetuity. Any temporary disturbance to the designated Natural
Area must be revegetated to a condition that matches the density and variety
of the plant material in the adjoining natural areas. Prior to landscaping, the
homeowner must clearly identify any proposed disturbance to designated
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5.4.2

Natural Areas and submit an appropriate revegetation plan. The homeowner
or landscape designer must provide a similar density and variety of plants as
exists on-site. All revegetated Natural Areas must be watered with a
temporary irrigation system until plants are established.

Transition Area: Landscape Treatment in the “Transition Area” should
transition smoothly to the Natural Area. Straight or strong geometric lines of
trees, shrubs and groundcovers, including turf edges, will not be acceptable.
Use of native and other xeric plant materials are encouraged. The formula
stated below is based upon percent plant coverage and diversity of plant
type. Minimum numbers and percent coverage requirements are based upon
landscape area outside building and pavement boundaries. The landscape
plan must consist of the following:

+ Trees: One (1) large tree per 5500 sq ft., with a minimum of two large
trees placed in the front yard. A mix of large and small trees is preferred.
Two (2) small trees will substitute for one (1) large tree.

+ Shrubs & Groundcovers: The goal is to have a minimum of sixty (60}
percent of the landscape area under vegetation cover within five years of
installation. A mix of shrubs and groundcovers is required. The minimum
acceptable ratio is one shrub per ten groundcovers.

« Diversity of Plant Species: To promote healthy horticultural practice and
visual interest throughout the community, Avimor recommends the
following minimum species numbers for each plant type:

» Trees: Landscape plan shall reflect a minimum of three (3)
different tree species.

» Shrubs: Landscape plan shall reflect a minimum of eight (8)
different shrub species.

» Groundcovers: Landscape plan shall reflect a minimum of fifteen
(15) different groundcover species.

e Plant Composition: Landscape plans must complement and not
contradict natures’ soft, flowing patterns characteristic of the surrounding
foothills. Acceptable landscaping plans wilt incorporate variations in
texture, form, mass, and color. Designs should also reflect seasonal
interest throughout the year by incorporating both deciduous and
evergreen plants, autumn leaf color, plants with persistent fruits or
interesting seed heads, eye-catching winter form, and a variety of flowers
throughout the season.
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5.4.3

Plant Size: The following are minimum sizes for plants at time of
installation:

» Trees (large): 2'2 inch caliper, bélied and burlapped.
5 Trees (small): 1% inch caliper, balled and burlapped.

Shrubs: 50 percent of the shrubs must be in 5 gallon or larger containers.
Minimum container size is 3 gallon.

Groundcovers: Containers for groundcover can vary depending upon
the species. 50% shall be in 1 gallon or larger containers. Minimum
container size is 4 inches.

Lawn: Total turf area shall not exceed 30% of the total Unit area or 2500
sq. ft., whichever is smaller. Where occurring in the Transition Area, the
turf may not abut the Natural Area. Additionally, Founder recommends
that turf not be planted against any exterior wall of the residence.
Instead, Homeowner should leave at least 2’ between the exterior wall
and the edge of the turf.

Irrigation: All newly installed plant material shall be watered with an
automatic underground irrigation system that incorporates the most
current water-saving technology. lIrrigation systems should be designed
to accommodate a temporary watering schedule for establishment of
native or xeric plant material that can survive on natural precipitation
rates.

Unmown Grass- Unmown grasses as identified in the Avimor Approved
Plant List are appropriate for use as groundcover in the Transition Area.
The grass will require irrigation but at a fraction of that required for turf. It
can be a useful transition plant material abutting the Natural Area.

Stone, Boulders and Mulch: All stone used in the landscape must be
similar in style and color to the stone used in the community common
areas. The stone mulch currently used is “Black and Gold Deco” stone
“small size”, from King 2070 Mining LLC. Continuous stone mulch areas
shall not exceed 144 square feet after four years of plant growth. Owners
are encouraged to use medium to large size boulders as decorative
accents subject to Committee approval.

Private Area: In the Private Area, the homeowner may use plants and other
materials that compiement the lifestyle of the owner and the character of the
architecture so long as the plants are on the Approved Plant List or the
Owner has otherwise obtained approval from the Committee. As in the
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Transition Area, newly installed plant material shall be watered with an
automatic underground irrigation system that incorporates the most current
water-saving technology. The Owner may use only approved stone, boulders,
and mulch as noted directly above.

5.5 HARDSCAPE

All sidewalks and walkways should entail more detail and design than ordinary concrete.
Stamped and colored concrete are strongly encouraged as well as pavers, tiling, or
flagstone. Detailed planters and curbing are also encouraged.

5.6 DRIVEWAYS

The Founder encourages Owners to add detail to driveways. Driveways should
incorporate details involving interlocking pavers, color, and/or stamped textures. In the
area between the property line and street curb, driveways shall not be wider than 18 feet
if the Residence has a 2 car garage or wider than 25 feet if the Residence has a 3 car
front entry garage. Asphalt, natural stone, or earth driveways are discouraged.

5.7 MAILBOXES

Most Units will not have individual mailboxes and, instead, will be served by groupings of
common mailboxes. However, some custom homesites may have an individual mailbox.
If that is the case, the mailbox design must be submitted for review and approval.

Mailbox structures may not exceed 5’ in height. The character and style of the structure
should be in keeping with the style and architecture of the home. The use of multiple
materials, including stone, brick, and/or stucco, is strongly encouraged. Sided homes
shall have mailboxes that are veneered with community stone. Address numbers must
be black or burnished bronze, and the numbers cannot exceed 4” in height. (Owner may
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submit an optional address plate or address number design for review and approval.) A
light fixture is optional and must be down light only. (Submit data sheet for review.}

5.8 FENCING

All fencing is subject to review and approval. In addition to the fencing requirements
noted in the general Design Guidelines, the Founder encourages, but does not require,
more elaborate fencing design. Masonry columns or columns made of a combination of
masonry and wrought iron are strongly encouraged.

6. HOME ENERGY RATING REQUIREMENTS

Because Avimor is a sustainable community, all homes built in Avimor must be Energy
Stare rated, at a minimum. The Committee will also consider other energy rating
systems such as LEEDS so long as the rating system surpasses the minimum standards
of the Energy Star rating system.
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7. CONSTRUCTION REGULATIONS
7.1 IN GENERAL

The following construction regulations shall be enforced during the construction period.
These regulations shall be made a part of the construction contract document
specifications for each Residence or other Improvement on a Unit. All Builders, Owners
and other persons shall be bound by these regulations.

Any violation by a Builder shall be deemed a violation by the Owner of the Unit.

7.2 DEBRIS AND TRASH REMOVAL.

Owners and Builders shall provide trash containers that are adequate for the
construction jobsite. Owners and Builders shall pick up all trash and debris on and
around the constructin site at the end of each workday. Trash and debris should be
removed from each construction site and taken to a dumping site outside of Avimor at
least once a week. Packaging and other construction materials shall be covered or
weighted down to prevent the wind from blowing such materials off the construction site.
Owners and Builders are prohibited from dumping, burying or burning trash anywhere on
the Units or within Avimor, except in areas, if any, expressly designated by the Founder.
During the construction period, each construction site shall be kept neat and shall be
properly policed to prevent it from becoming a public eyesore or adversely affecting
other Units and Common Areas. Any clean-up costs incurred by the Association in
enforcing these requirements will be billed to the Owner. Dirt, mud or debris resulting
from activity on each construction site shall be prompily removed from public or private
roads, Common Areas and driveways or other portions of Avimor at the Owner’s or
Builder's expense. The Board may require Owners/Builders to post a bond against
construction clean-up costs, and it may impose fines or other fees on the Owner/Builder
to enforce this provision.

7.3 SANITARY FACILITIES

Each Owner and Builder shall be responsible for providing adequate sanitary facilities for
their construction workers. Portable toilets or similar temporary toilet facilities shail be
located only on the site itself or in areas approved by the Founder.

7.4 VEHICLES AND PARKING AREAS

Construction crews will not park on, or otherwise use, other Units or any Common Area
or Natural Areas for parking, loading or unloading. Private vehicles and construction
vehicles or machinery shall be parked only in areas designated by the Founder. All
vehicles will be parked in a manner that does not inhibit traffic nor damage the natural
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landscape. The Unit Owner shall be responsible for all costs, fees and fines associated
with illegal parking or damage to Common Areas or Natural Areas or other areas of
Avimor.

7.5 CONSERVATION OF LANDSCAPING MATERIALS

Units, Common Areas and Natural Areas contain valuable native plants and other
natural landscaping materials, including topsoil, rock outcroppings, boulders and plant
material, that should be absolutely protected during construction, Materials that cannot
be removed should be marked and protected by flagging, fencing or barriers. The
Founder or the Committee shall have the right to flag major terrain features or plants that
are to be fenced off for protection. Any trees or branches removed during construction
must be promptly cleaned up and removed from the construction site. All costs of
fencing shall be borne by the Owner or Builder. Any area outside the Building Envelope
on a Unit that is disturbed by construction or other activity shall be re-vegetated after
completion of construction of the Residence or other Improvements.

7.6  EXCAVATING MATERIALS
Excavated material must be hauled away from Avimor at Owner’s or Builder's expense.
7.7  BLASTING

If any blasting is to occur, the Founder or the Committee must be informed far enough in
advance to allow it to make such investigation as it deems appropriate to confirm that all
appropriate measures, including protective actions, have been taken ptior to the
blasting. No blasting or impact digging causing seismic vibrations may be undertaken
without the approval of the Founder or the Committee. Applicable governmental
regulations should also be reviewed and applied prior to any blasting activity. The
Owner and/or Builder agree to defend and indemnify the Founder and/or the Committee
for any damages, claims, or liabilities arising from such blasting, whether or not the
Founder or the Committee granted approval for such blasting.

7.8  RESTORATION OR REPAIR OF OTHER PROPERTY DAMAGED

Damage and scarring to other property, including, but not limited to, Common Areag,
other Units, Natural Areas, roads, driveways, and/or other Improvements, will not be
permitted. If any such damage occurs, the person causing the damage and/or the
Owner must repair the damage.

Upon completion of construction, each Owner and Builder shall clean the construction
site and repair all property that was damaged, including, but not timited to, restoring
grades, planting shrubs and trees, and repairing streets, driveways, curbs, pathways,
drains, culverts, ditches, signs, lighting and fencing as required by the Founder or the
Committee.
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We recommend that, prior to construction, the Owner, Builder or contractor
make a site walk with a representative of the Founder, the Association, or the
Committee to mark any damaged areas such as curbs, asphalt, meter
boxes...elc.

The Board and/or Association may require Owners/Builders to post a bond against
restoration or repair costs, and the Board or Association may impose fines or other fees
to enforce this provision.

7.9. EROSION CONTROL

All Owners and/or Builders must apply erosion control techniques to all grading
activities. Such controls should include silt fencing, drains, basins, or other appropriate
actions, to protect drainage ways, streams, and adjacent Units.

7.10 MISCELLANEQUS AND GENERAL PRACTICES

All Owners will be absolutely responsible for the conduct and behavior of their agents,
representatives, Builders, contractors, and subcontractors within Avimor. The Board or
Association may require Owners/Builders to post a bond against construction clean-up
costs, and they may impose fines or other fees to enforce this provision. The following
activities are prohibited at all times during construction:

7.10.1 Allowing concrete suppliers and contractors to clean their equipment at
places other than locations designated by the Founder or Committee for
such purpose.

7.10.2 Removing rocks, plant materials, topsoil or similar items from the property
of others within Avimor.

7.10.3 Using disposal methods on units other than those approved by the
Founder or the Commitiee.

7.10.4 Careless disposition of cigarettes and other flammable material is
expressly prohibited. At least one ten-pound, ABC-rated dry chemical fire
extinguisher shall be present and available in a conspicuous place on the
construction site at all times.

7.10.5 Careless treatment or removal of any native plant matetials not previously
approved by the Founder or the Committee.

7.10.6 Use of, or transit over, the Common Areas or Natural Areas of the
Association.
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7.10.7 At any time, playing of radios or other audio and video equipment at a
volume that disturbs the residents within Avimor or adjacent
neighborhoods.

7.10.8 No pets will be allowed o roam at will throughout Avimor. In the event of
any violation hereof, the Association shall have the right to contact the
County authorities to impound the pets, to refuse to permit an offending
Builder or subcontractor to continue 1o work on Avimor property, or 1o
take such other actions as may be permitted by law, the Design
Guidelines or the Community Charter.

7.11  CONSTRUCTION ACCESS

During the period of construction, the only approved construction access will be over the
approved driveway for the Unit unless the Founder or the Committee approves an
alternate access point.

7.12 DUST AND NOISE

The Owner or Builder shall be responsible for controlling dust and noise from the
construction site,

7.13 CONTRACTOR’S SIGNAGE
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7.14 DAILY OPERATION

Daily working hours for each construction site shall be from 7:00 a.m. until 10:00 p.m., or
as otherwise dictated by the appropriate governmental authority, whichever is more

restrictive.

7.15 SCHEDULE OF FINES

Schedule of Fines 1st Occurrence Subsequent

Violations

Starting construction without written $500.00 N/A

permission by Committee

Starting construction without pre-construction $500.00 N/A

site survey and stringing the property

Starting construction without paying $750.00 Shutdown until fine

construction compliance deposit & deposit is paid

Use of adjacent property for any reason $500.00 $1000.00 2nd

without the adjacent property owners written $1,500.00 3rd

permission on file with Committee & Association $2,500.00 subseq.

Changes made to the home’s exterior without $100.00 $250.00

submission to Founder or Committee for review

and approval.

Lack of control of and/or disposal of building Warning $100.00 2nd

material and/or trash on site or adjacent lot. 5 days to $200.00 3rd

This includes emptying of dumpster. correct $750.00 subseq.

Storing materials on the sidewalk, street or Warning $100.00 2nd

in a right of way. Any improper parking. $200.00 3rd
$750.00 subseq.

Clearing property without written permission $500.00

from Founder, Committee, or Association
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Failure to honor the “Stop Work” order. $1,000.00 $1,000.00 per week
Failure to observe working hours and Warning $250.00 2nd
proper work day. $500.00 3rd

$2,000.00 subseq.

Pets not properly controlled, foud radio, Warning $50.00 2nd
firearms, alcohol, drugs or non-construction $100.00 3rd
persons on the construction site $500.00 subseq.

Damage to the Avimor drip irrigation $100.00+

line, plants or other natural areas plant replacement
& irrigation line
replacement

$250.00 per week

Failure to maintain string around building ~ Warning
site as per direction of the Avimor
inspector.

$100.00 2nd
$200.00 3rd
$750.00 subseq.
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